Configurable as:

1 Input 4K + 1 Output 4K + Genlock or

2 Output 4K (Key+Fill) + Genlock or

4 Input HD SDI + 2 Output HD SDI + Genlock or

4 Input HD SDI + 4 Output HD SDI (2 Key + 2 Fill) +
Genlock

INPUT and OUTPUT

+ 1 x HD-BNC input for connecting an external analog
sync source (Black Burst, Tri-level sync)
» 8 x HD-BNC connectors

Internal video data processing:

4:2:2 8, 10 bit

Supported video :

480i 59.94

576i 50

T20p 23.98/24/25/29.97/30/50/59.94/60
1080i 50/59.94/60

1080p: 23.98/24/25/29.97/30/50/59.94/60
2160p: 23.98/24/25/29.97/30/50/59.94/60

Modes:

Up to 8 channels in SD / HD-SDI.

Up to 4 channels in 3G-SDI mode

1 channel in Ultra HD-SDI mode 2160p:
50/59.94/60 (Quad-link)

2 channels in Ultra HD-SDI mode 2160p:
23.98/24/25/29.97/30 (Dual-link)

Audio:

24 bit SDI Embedded, 8 stereo audio channels for
1 video input/output

+ SD-SDI: SMPTE 272M-A
+ 3G /HD-SDI: SMPTE 299M

Synchronization audio to video, configurable audio
delay (independently for each input mono channel).

Synchronization:

= External analog sync source (Black Burst,
Tri-level sync)
= SDI Input
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